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A P P L I C A T I O N Connectors for E-Bike

DF59M
Low Profile 1pos.
Rated Current : 6.0A Max.

FX30B
Pitch : 3.81/7.62mm
Height : 20.0-30.0mm
11.0mm (Coplanar, Right Angle)

Rated Current : 25.0A Max.

DF63
In-Line Type Available
Pitch : 3.96/7.92mm
Rated Current : 15.0A Max.

Board-to-BoardWire-to-Board Waterproof

HR30
IPX7、IPX8 Waterproof
Rated Current : 5.0A Max.

FH52K
Pitch : 0.5/1.0mm
Height : 2.0mm
Depth : 5.7mm
Rated Current : 0.5A

FPC/FFC

FH34
Pitch : 0.5mm
Height : 1.0mm
Depth : 3.8ｍｍ
Rated Current : 0.5A

FH62/FH72
Pitch : 0.25/0.3mm
Height : 1.1/0.9mm
Depth : 4.0/3.5mm
Rated Current : 0.3A

FH63S
Pitch : 0.5mm
Height : 2.8mm
Depth : 5.15mm
Rated Current : 0.5A

BMS Board Battery

Battery Holder Board

Display (Battery Remaining etc.)

Waterproof Connector

Wire-to-Board Connector

Board-to-Board Connector

FPC/FFC Connector

Waterproof Connector

4. Battery Unit

1. Cycle Computer
（Display/Battery）

5. Drive Unit
  （Rear Motor）

5. Drive Unit
（Front Motor）

5. Drive Unit
（Center Motor）

4. Battery Unit

3. Front/Center/Rear Unit
（Speed Sensor, Torque Sensor）

Positive Lock For Battery

Floating Design

Push-Pull

For BMS

Bottom Contact

Front Flip

Top and Bottom Contact

Back Flip For Display

OneAction Lock

For Display

OneAction Lock

https://www.hirose.com/en/product/series/DF59M
https://www.hirose.com/en/product/series/FX30
https://www.hirose.com/en/product/series/DF63
https://www.hirose.com/en/product/series/HR30
https://www.hirose.com/en/product/series/FH52K
https://www.hirose.com/en/product/series/FH34SRJ
https://www.hirose.com/en/product/series/FH62
https://www.hirose.com/en/product/series/FH72
https://www.hirose.com/en/product/series/FH63S
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