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Ap p l i c a t i o n Smart Dog Collar Connection

FH34 Series

Standard ZIF
Pitch: 0.5mm

BM28 Series

Narrow Hybrid, 5A
Depth: 1.7mm

RF Switch

MS180 Series

USB Type-C, 6A

CX Series

FH62/72 Series

Just Insertion
Pitch: 0.25/0.3mm

FH64MA Series

Low Profile ZIF,
Height: 0.5mm

BM29 Series

Narrow Battery,
Depth: 1.5mm

③Camera

Battery HELLO ④Antenna Switch

⑦Interface

⑥Display⑤Battery

①Buttons

②Speaker & Sensors

④Antenna Switch ⑤Battery

①Buttons

①Buttons

②Speaker & Sensors

②Speaker, Sensors

⑦Interface

③Camera ⑥Display

Snap Lock, 3A

DF57 Series DF58 Series

2-4,6,pos., 3A,

https://www.hirose.com/product/series/FH34SRJ?lang=ja
https://www.hirose.com/product/series/BM28?lang=ja
https://www.hirose.com/product/series/MS-180?lang=ja
https://www.hirose.com/product/series/CX
https://www.hirose.com/en/product/document?clcode=&productname=&series=FH62&documenttype=Catalog&lang=en&documentid=D144092_en
https://www.hirose.com/en/product/document?clcode=&productname=&series=FH72&documenttype=Catalog&lang=en&documentid=ed_FH72_CAT
https://www.hirose.com/product/series/FH64MA?lang=ja
https://www.hirose.com/product/series/BM29?lang=ja
https://www.hirose.com/product/series/DF57?lang=ja
https://www.hirose.com/product/series/DF58?lang=ja

